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Flat Unloaded Faceplates  
Flat unloaded faceplates supporting Cat5e, Cat6 and Cat6A unscreened RJ-45 keystone jacks, fully conforms to ISO/IEC 11801, TIA/EIA 568 standards and 
European standard dimensions.  

 

Features 

• 50µm gold plated on contact area 
• Supplied in boxes of 10pcs 
• Supplied with fixing screws, labelling, mini cable ties 
• Keystone / module options 
• Available in single and dual port 
 

 

Applications 

• Cat6/Class E up to 250Mhz applications and Cat6A/Class EA up to 500Mhz applications 
• Compatible with category 5e, category 6 and category 6a distribution systems 
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Specifications 

MECHANICAL VALUE 

Housing Material PBT + 15% GF UL94V-0 

IDC Material Phosphor Bronze Stamp Pin 0.35mm 

Contact Material Phosphor Bronze + Gold Plating 50um on Contact Area 

RJ45 Jack Life Min 750 Insertions 

IDC Life Min 250 Terminations 

 

 

Standards Compliance 

• ANSI/TIA/EIA-568-C.2 
• ISO/IEC 11801: 2002/Amd.2:2010 
• ISO/IEC 60603-7  
• IEC 60512-12-5  
• RoHS 
• REACH / SvHC  

 

Ordering Information 

DESCRIPTION PART NUMBER 

Unloaded Single Port 86 x 86 Faceplate-White FACEPLATE1 

Unloaded Double Port 86 x 86 Faceplate-White FACEPLATE2 

  
 
 

 


